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Basic Body  
Specifications / Options
•	Mech. trip, Air trip or Hydraulic lift gate
•	Sloped ledges, self-cleaning
•	Plank pockets
•	Solid seam welding
•	�Starblasted, Epoxy undercoat and  

Urethane top coat (5 yr. warranty) 
•	All hinges greasable
•	Spread chains
•	�Fully integrated sealed beam 

pre‑manufactured wiring/lighting 
harness

•	Heavy duty 3/16" or 1/4" trapezoidal  
western style tipping sills

•	No cross-members
•	Asphalt aprons
•	Top/Side opening combination gate
•	Custom specifications upon request
•	Aluminum
•	Various steel thicknesses and grades

Standard 
Specifications (Steel)
•	Outer Gate - 10 gauge QC
•	Outer Wall - 12 gauge QC
•	Inner Wall - 10 gauge 50GR
•	Front, Floor & Inner Gate - 3/16" AR200
•	Long Sills - 3/16" QC

Standard 
double wall 

bodies feature 
a separate 
inner and 

outer skin. All 
solid seam 

welded.

Aluminum Double Wall  
with Sloped Gate

Removable Roof

Steel Double Wall  
Straight Gate

Aluminum Double Wall  
with Hydraulic Gate

Combination Top/Side  
Swing Gate - Closed

Combination Top/Side  
Swing Gate - Open
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